
Ref. Qty. 

1 2 

2 2 

3 2 

4 2 

5 2 

H1 2 

H2 4 

H3 2 
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H6 10 
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HS 6 

Wheel Chock With Handle 
Model TS037WH-PAIR 

CONTENTS 
Description 

Chock 

Lower Handle Bar 

L type Handle 

I type Handle 

TRIANGLE PLATE 

Eyebolt Set 

M6 Nylon Nut 

Plain Washer OD: 10mm 

M6x30mm Phiilps Pan Head Bolt 

MSx30mm Plain Head Bolt 

MS Nylon Nut 

Plain Washer with OD: 15mm 
MSxS0mm 
Hex Head Log Bolt 
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Start by attaching the lower 
handle bar to the plate with H5, 
H6, and H7. 

Then attach the plate 
to the chock through 
the predrilled holes 
with HS, H6, and H7. 
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00 Screw the L / 1 type handle to 
the lower handle ~ar· using a 
flathead screwdriver and a 
wrench. 

HS I Fix Washer&Nut(H6&H7) 
H7 lnside(3 Sets) 

H2 H3 H4 

I 0 

' 
2 

A CAUTION: 
• Wheel must be chocked before 

loading or unloading. 
• Remove chock before 

moving vehicle. 
• Periodically check hardware for 

loosening and retighten. 

Screw the eyebolt on using H1 . 
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